
SPECIFICATION

品    名

ARITICLE NAME

0.05透明单面胶带

0.05 TRANSPARENT PET

代   号

CODE
TLT50+75

产品结构
PRODUCTION

CONSTRUCTION

50um TRANSPARENT PET

SYNTHETIC RESIN

PET SINGLE RELEASE LINER

面材     SURFACE MATERIAL 底材     LINER

材料名称

ARITICLE NAME

透明PET

TRANSPARENT 
POLYESTER FILM

材料名称

ARITICLE NAME

 透明离型膜

CLEAR PE RELEASE PAPER

厚度(mm)

THICKNESS
0.05 + 0.003

厚度(mm)

THICKNESS
0.075±0.003

基重(g/㎡)

BASIC WEIGHT
 70 + 5

基重(g/㎡)

BASIC WEIGHT
 105 + 5

颜色

COLOUR

透明

TRANSPARENT

颜色

COLOUR

 透明

TRANSPARENT
平滑度

SMOOTHNESS

良好

GOOD

平滑度

SMOOTHNESS

良好

GOOD
印刷性

PRINT ABILITY

良好

GOOD

印刷性
PRINT ABILITY

良好

GOOD
斩性

DIE CUTTING

良好

GOOD

斩性

DIE CUTTING

良好

GOOD

粘胶          PRESSURE SENSITIVE ADHESIVE

胶系

ADHESIVE

合成树脂

SYNTHETIC RESIN

保持力(hr/kg*inch)

HOLDING POWER
48↑

上胶厚度(mm)

THICKNESS
0.020 + 0.003

耐碱性

ALKALI RESISTANCE

良好

GOOD

 上胶胶量(g/㎡) 
DRY COATING 

WEIGHT  
18 + 3

  适用温度 

TEMPERATURE 
RANGE   

0℃-80℃

初期力 

INITIAL TACK
6#

耐候性
WEATHER 

RESISTANCE

良好

GOOD

粘着力
(kgf/inch 180°)

180°PEEL ADHESIVE
0.8↑

离型膜剥离力

RELEASE FORCE
10 + 3

备注：  以上所示的数值是测定值的实际例子,并非保证值,该产品说明是根据我们现在所知及
        反复试验的结果,由于使用过程中出现众多可能对产品有所影响的因素,我们并不能承
        担由于使用这种材料所产生的任何法律责任,所以我们建议客户在使用前应作各种测
        试,效果确认后方可正式使用.
REMARK:  THE TECHNICAL DATA ARE BASED ON THE RELIAGLE EXPERIMENT, CARRIED BY THE 
COMPANY. HOWEVER ARE NOT TO GAURANTEE THOSE PROPERTIES AND CHARACTERISTICS 
COMPLETELY AS SPECIFIED THEREIN, KINDLY STUDY YOUR PROPOSE AND CONDITION TO USE 
THIS PRODUCT PREVIOUSLY DETAIL UPON YOUR OWN RESPONSIBILITY.


